
 

Wallrock KV600 Thermal Liner Hanging Instructions 

Preparation  
 
The ideal surface for application of wallcoverings is one that is 'slightly absorbent' and not glossy. This 
allows the adhesive to form a good bond with the surface  
 
Remove any loose or flaking paint, clean walls and allow to dry. If applying over wallpaper remove 
any loose wallpaper first. We recommend that ALL surfaces are lightly sanded and ‘Sized’ with a PVA 
or Flake Adhesive. New plaster should also be ‘Sized’. 
 
Application 
 

1. Mark a straight line on the wall using a plumbline or similar, as a guide to ensure the first 
length is hung vertically. 

 
2. Apply Wallrock Thermal Liner Adhesive generously to the wall or ceiling using a roller. Use a 

brush to apply adhesive to areas the roller cannot reach. On textured or damaged surfaces it 
is especially important to apply a generous layer of adhesive. Apply enough adhesive to hang 
one length at a time ensuring the pasted area exceeds the width of the paper. 

 
3. Always apply Wallrock KV600 Thermal Liner with the fluffy size to the wall leaving the smooth 

flat side facing outwards. Hang directly from the roll to the wall or cut to length before, 
smoothing out any bubbles with a hanging brush or wallpaper smoother. 

 
4. Cut off any excess paper at the ceiling, floors and corners using our Ofla heavy duty snap 

knife. Alternatively carefully mark the paper surface using a pencil and trim with scissors. 
 

5. Do not overlap; use butt joints for all subsequent lengths. Remove any excess adhesive from 
the surface of the paper using a sponge and clean water. 

 
6. Allow 24 hours for drying; longer if conditions are especially humid or cold. We also 

recommend that KV600 Thermal Liner is allowed to dry naturally and therefore that the 
heating is turned off whilst the paper dries out. However; if temperatures are likely to drop 
below 10˚c/50˚F it is advisable that low level heating is used to ensure the adhesive can cure 
effectively. 

 
7. Before painting or overhanging with paper, it may be necessary to fill and sand any small 

gaps using flexible non shrinking filler. 
 
The surface is now ready to be painted or wallpapered. If applying printed or textured wallpaper 
directly on to the surface you should ensure that it is a ‘Paste-the-Wall’ or ‘Non-Woven paper’, if not 
then we would recommend using Wallrock Fibreliner, Fibreliner Plus or Wallrock Premium first, for a 
superior textured finish try our Wallrock Texture or Trend. 
 
Please Note 
 
Traditional lining paper shrinks and expands when pasted and can cause lifting on the joints. In 
contrast, non-woven lining paper is dimensionally stable and ensures a perfect finish for painting or 
wallpapering over. 
 
Adhesive 
 
For perfect results you must use 'Wallrock Thermal Liner Adhesive'. We cannot unfortunately accept 
responsibility for adhesion problems when an adhesive other than Wallrock Thermal Liner Adhesive 
has being used. If in doubt test hang a piece or consult your supplier. 
 
Important Notice 
 
Every effort is made to ensure each roll is in perfect condition, but faults can occur from time to time. 
Before hanging check that each roll is undamaged, we recommend that after hanging no more than 2 



lengths that the result is inspected before continuing. We cannot accept claims for consequential loss 
in respect of visible defects apparent prior/after hanging.  
 
Should a fault occur we will require all roll labels and original receipt, please contact us as soon as 
possible either by email or telephone our contact number is 0161 724 9085. 
 


